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PKM150
Theworld’sonlydistributedDCfast-chargingsystem.

DynamicDCFastChargingSystem
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Chargemore.

Chargemorevehicles.
ThePKM150makesthemostoavailablegridpower,
dynamicallydistributingelectricitytoEVsbasedontheir
needs.Thatmeansgreatereiciency,soyoucancharge
morevehicleswithlessequipmentandless-than-optimal
powereeds.OnePKMsystemwithourchargerscan
chargeeightEVs.

Chargemoreeficiently.
ThePKM150’sDCpowergridismoreeicientthanany
otherchargingsystem.Itreduceslossesduringpower
conversionandtransmission,deliveringmoreothegrid
powertoyourcustomer’sEVs.Light-gaugeDCsitecabling
isalso30%othecostotraditionalACsitecabling.

Chargemorereliably.
ThePKM150isdesignedtowithstandextremeconditions
andcanbeeasilymaintainedandrepairedintheield
thankstoitsmodulardesignandconstruction.Tritium
customersreportupto98%uptimewiththeirPKM150
chargers.ThePKM150isthechargerdriverscanrelyon.
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ModularChargingSystem

› Liquidcoolingimproveslongevityand
reducessizeandtotalcostoownership.

› Modulardesignmakesupgradesand
maintenancesimple.

› Weathersealed(IP65rating)oruseinthe
mostdemandingenvironments.

› Cablemanagementsystemmakes
chargingeasyandkeepscablessae.

› Largeareaavailableorbrandingor
advertisingorbrandawarenessor
additionalrevenuestreams.

› LEDlightingrontandbacktoimprove
visibilityandsaetyandtoilluminate.

Featuresand
speciications:

› Deliverupto150kW

› 1998mmx850mmx309mm(79”x34”x12”)

› IP65andNEMA3Rweathersealrating

› Operatingtemperaturerange:
-35°Cto+50°C(-31°Fto+122°F)

› CCS1/2(upto920V/350ADC),
CHAdeMO(upto500V/125A),and
NACS(comingsoon)compatible

› Simultaneouscharging

› Contactless3-in-1creditcardreaderoptions

› Plug&Charge(ISO15118-2)support

› Multi-languagesupport

› Ethernet&3G/4Gwirelesscommunication

› 6m(19’6’)cableswithcablemanagement
(othercableoptionsavailableuponrequest)

› ADAcompliant,EN301549compliant
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Dynamic
PowerDistribution
UptoourPKMchargerscanconnecttoasingle
PKMAC-to-DCpowercabinet(rectiier).The
PKMchargingsystemdynamicallydistributes
directcurrentelectricitytothevehiclesatyour
site,deliveringtherightpowerattherighttime.
ThePKMmakesthebestuseoavailablegrid
power,providingtheoptimalchargingcapacity
tovehiclesandleavingtherestothepowerpool
availableorotherEVsatyourchargingsite.

› Light-gaugeDCsitecablingsavesup to
70%othecosttowireasitecomparedto
traditionalACsitecabling.

› Connectuptoourchargingstationsper
powerrectiierorsimplesitedesignand
ewerpiecesoequipment.

› Scalabledesignmeanslowerinitialcosto
investmentwiththeoptiontoaddmore
chargersand/orincreasepoweroutput
overtime.

› Reduceinrastructurecostbymatching
therectiicationneedstothegridcapacity.
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World-ClassTechnologyProvider

YourCutting-Edge TechnologyPartner
Foundedin2001,Tritiumdesigns(engineers)andmanuacturesproprietaryhardwareandsofwareto
createadvancedandreliableDCastchargersorelectricvehicles.Tritium’scompactandrobust
chargersaredesignedtolookgreatonMainStreetandthriveinharshconditions,through
technologyengineeredtobeeasytoinstall,own,anduse.(ISO)
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tritiumcharging.com


